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SUPER-X PRO CX2310

1. 

SUPER-X PRO CX2310 
 BEHRINGER SUPER-X PRO 

BEHRINGER SUPER-X PRO CX2310 

SUPER-X PRO 

     

 IEC 

SUPER-X PRO 

 3  2 
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SUPER-X PRO CX2310

2. 

     

          

 MODE  2  ( )
 LOW CUT  STEREO-LED 

 2.1:  2 SUPER-X PRO 

1       +/-12 dB 

2       25 Hz  ( 12 dB/Octave)

3      Low  High  (
) 

4      Low  +/-6 dB 

5      Low  ( ) 

6      Low 

7      High  +/-6 dB 

8      High 

9      High 

10      Low  (10 Hz  235Hz)

11      

12      

13      

 2.2:  2  SUPER-X PRO 

1      High  XLR 

2      Low  XLR 

3       LOW/HIGH XOVER FREQ. 
 44  930 Hz  440 Hz  9.3 kHz 
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SUPER-X PRO CX2310

2. 

4       XLR 

5       2 

          

6       XLR 
2  3 

 (3.5 )

7        IEC 

8

 230 V  115 V  2 
 115 V 

9
 14 

(www.behringer.com) 

     

 MODE  3  ( )
 LOW CUT  MONO-LED 

 2.3:  3 SUPER-X PRO 

1       +/-12 dB 

2      25 Hz 

3       Low  Mid 

4      +/-6 dB  Low 

5 Low 

6      Low 

7       Mid  High 

8      Mid  +/-6 dB 

9      Mid  +/-6 dB 

10      Mid 

11      High  +/-6 dB 

12      High 
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SUPER-X PRO CX2310

2. 

13      High 

14  Low 
 (10 Hz  235 Hz) 

15      

16      

17      

 2.4:  3 SUPER-X PRO 

1      High 

2      Mid 

3      Low Mid 

4  MID/HIGH XOVER FREQ. 
 44  930 Hz  440 Hz  9.3 kHz 

5            LOW/MID XOVER FREQ. 
 44  930 Hz  440 Hz  9.3 kHz

6      

7       3 

          

8      
2  3 

 (3.5 ) 

SUPER-X PRO 

 (  90 Hz  15 kHz ) 
 ( BEHRINGER  ECM8000) 

5  2 
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SUPER-X PRO CX2310

3. 

 PA 
 ( ) 

BEHRINGER ULTRA-CURVE PRO DSP8024 

      ( ( ( ( ( ) ) ) ) ) 
          

 12 dB 
 0 dB  0 dB  (

) SUPER-X PRO 
 0 dB 

 -10 dBV  +4 
 12 dB SUPER-X PRO 

INPUT  6 dB 

 ( ) 
 ULTRA-CURVE PRO DSP8024  ULTRA-GRAPH PRO

GEQ3102 
 EQ 

 ( ) 
 ( ) 

 2  (44 
 930 Hz  440 Hz  9.3 kHz ) 

SUPER-X PRO  2  3
 

CX2310  2  +  1  4 

2 
 3 dB 

4
 6 dB 

 (

)
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SUPER-X PRO CX2310

4. 

BEHRINGER SUPER-X PRO CX2310 

 (6 dB ) 

 4.1: 
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SUPER-X PRO CX2310

5. 

5.5.5.5.5.

XLR

> 50 kOhm > 25 kOhm
+22 dBu typ.

CMRR > 40 dB typ. > 55 dB/1 kHz

XLR

60 Ohm 30 Ohm
+20 dBm

20 Hz  20 kHz +0/-0.5 dB
< 5 Hz  >60 kHz +0/-3 dB

: +4 dBu 20 Hz  20 kHz unweighted

Low Output > 93 dB > 93 dB
Mid Output > 95 dB
High Output > 91 dB > 91 dB

High to Low: < 93 dB
High to Mid: < 94 dB
Mid to Low: < 95 dB

Linkwitz-Riley 24 dB/Octave state-variable

x1x1x1x1x1 x10x10x10x10x10
Low/High 44  930 Hz 440 Hz  9.3 kHz
Low/Mid 44  930 Hz 440 Hz  9.3 kHz
Mid/High 440 Hz  9.3 kHz

x1x1x1x1x1 x10x10x10x10x10
Low/High 44  930 Hz 440 Hz  9.3 kHz

120 V~ 60 Hz
240 V~ 50 Hz
230 V~ 50 Hz
100 - 120 V~ 200 - 240 V~ 50 - 60 Hz

< 17 W
UL 100 -120 V ~: T 630 mA H T 630 mA H T 630 mA H T 630 mA H T 630 mA H

200 - 240 V ~: T 315 mA H T 315 mA H T 315 mA H T 315 mA H T 315 mA H
90 - 110 V ~: T 630 mA H T 630 mA H T 630 mA H T 630 mA H T 630 mA H

 IEC 

1 ¾" (44.5 mm)  19" (482.6 mm)  8 ½" (217 mm)
3 kg

BEHRINGER 


	本製品に電源コードが付属されている場合、付属の電源コードは本製品以外ではご使用いただけません。電源コードは必ず本製品に付属された電源コードのみご使用ください。: 本製品に電源コードが付属されている場合、付属の電源コードは本製品以外ではご使用いただけません。電源コードは必ず本製品に付属された電源コードのみご使用ください。


